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DESCRIPTION

USES

Floorseal Cement & Grout Haze Remover is a water based hydrochloric 

acid used to clean lime-based products from acid resistant surfaces. It can 

be diluted from 1 part cleaner to 10 parts clean water (1:10) to being applied 

neat. Proceed with caution when using this product neat as it will be 

aggressive. Can be used on acid resistant natural stone and clay-based 

pavers, bricks and tiles. 

Always test on an inconspicuous area before proceeding to full application.

Related Products:

Floorseal Stone Floor Cleaner.

Floorseal Natural Stone Sealer Range.

(Refer to these individual product data sheets for detailed application 

guidance – published on our website www.floorseal.co.uk)

Cleaning of acid resistant internal or external natural stone, ceramic and

clay-based pavers:

Removes lime-based grout haze.

Removes Portland cement hazing & stains.

Will dissolve e!orescent salts.

Cleaning acid resistant natural stone i.e. slate.

If in doubt, please call Floorseal Ltd on 01484 686270 or email 

Info@floorseal.co.uk for guidance.  
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ADVANTAGES

SURFACE PREPARATION

Ease of application (see application section for guidance).

Breaks down general grout & cement hazing.

Removes e!orescence.

Safe to use on acid resistant natural stone i.e. slate.

Scrape away very thick layers grout or lumps of cement. Mask o" metals the 

product may meet. Remove vehicles and plant pots and other items that can 

be removed from the work area. Ventilate internal areas and mask o" sensitive 

surfaces.

APPLICATION
Floorseal Cement & Grout Haze Remover is a concentrate and is usually 

diluted. The rate of dilution could be from 1 part concentrate to 10 parts water 

(1:10) or used neat. When using the product neat proceed with caution as the 

product will be very aggressive as will the fumes. Apply to the surface, agitate 

periodically and allow to dwell for up to 15 minutes, do not allow the product to 

dry out during this time. Rinse away with clean water to neutralise the product 

and surface.

Always test the product in an inconspicuous place before proceeding to apply 

to the full area. This product is acid based so only to applied to acid resistant 

surfaces.

Note: Cement & Grout Haze Remover will attack any acid sensitive lime-based 

material. This will include limestone, marble, concrete, terrazzo, travertine and 

acid sensitives basalts.

This list is not exhaustive always check the surface before treating. May e"ect 

the glaze on certain ceramic glazed tiles.
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Ventilate the area whilst using this product. This product can e!ect metals 

(including the vapours from the product). The product has a pungent aroma.

This product is used for removing hazes and general staining. It will not 

remove thick lumps and staining which has been fully absorbed into the 

surface. It will not remove resin-based brush in compounds. If the 

underlying causes for e!orescence are not removed, e!orescence can 

return after its removal with this product. 

Brushes must be thoroughly washed out/rinsed with clean warm soapy water 

after use.

CLEAN UP

PRODUCT DATA

Appearance Light yellow/translucent.

Application Temperature +5 °C to +25 °C

Coverage

8m2 per litre.  Please be aware 

due the variances in  the 

surface type this product is 

applied to there will be a range 

of coverage rates.

Hydrochloric Acid Content 

by Volume 9%
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Floorseal Cement & Grout Haze Remover is supplied in a 1 & 5 litre 

container.

PACKAGING

Floorseal Cement & Grout Haze Remover is non-flammable. Please store in 

original packaging in a cool dry place, out of direct sunlight. Do not allow the 

product to freeze. Keep out of reach of children.

STORAGE

The product has a shelf life of 12 months from the date of manufacture, 

subject to correct storage conditions.

SHELF LIFE

Wear suitable nitrile gloves, face mask and eye protection.

Wear gloves and overalls during preparation and application. 

Avoid contact with skin and eyes. Rinse with plenty of water for 15 

minutes if this occurs.

Use a suitable plastic container when using the product.

Add the product to water, do not add water to the product to minimise the 

e!ect of splashing.

If contact occurs wash immediately with plenty of water.

Keep out of reach of children. 

Always dispose of empty packaging responsibly.

Do not allow product to flow into ponds or into contact with aquatic life.

Keep children and pets away from treated areas until fully dry.

Always fully ventilate the area when using indoors. 

HEALTH & SAFETY
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Before using this product read the Safety Data Sheet which can be obtained 

from www.floorseal.co.uk or by calling Floorseal Ltd Tel: 01484 686270. 

*The information given in this product data sheet is given in good faith, based on current 

knowledge and experience. It relates only to the specific material designated and may not 

be valid for such material used in combination with any other materials or in any process. 

Such information is to the best of the company’s knowledge and belief, accurate as of the 

date indicated. All recommendations are made without warranty or guarantee, as to 

accuracy, reliability or completeness since the conditions of use are beyond our control. It 

is the user’s responsibility to satisfy themselves as to the suitability and application of such 

information for their own use.

http://www.floorseal.co.uk
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