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Floorseal Natural Stone Sealer Breathe TDS

DESCRIPTION
Floorseal Natural Stone Sealer Breathe is a water-based fluorocarbon 

sealer suitable for application to a broad range of porous naural stone 

surfaces. Floorseal Natural Stone Sealer Breathe   is a penetrating clear liquid 

which forms a matt natural invisible finish on most natural stone substrates. 

This includes clay-based tiles, brick and pavers.

Natural Stone Sealer Breathe allows moisture vapour transmission; 

therefore, this sealer can be safely applied to rubble filled walls or floors 

which need to breathe. Natural Stone Sealer Breathe is suitable for listed 

buildings, walls & floors, due to its breathable properties. This product is 

designed to create little or no change in appearance. The sealer becomes 

meshed into the pores of the treated surface so must be described as matt 

finish. It could be argued it creates ‘no’ finish as it is meshed into the surface 

of the stone. In other words, the product is ‘in’ the stone not ‘on’ the stone. 

Natural Stone Sealer Breathe is suitable for internal & external use.

Related Products:

Floorseal Patio Black Spot Remover Plus.

Floorseal Stone Floor Cleaner.

Floorseal Cement & Grout Haze Remover Plus.

Floorseal Natural Stone Sealer Enhancer Plus.

(Refer to these individual product data sheets for detailed application 

guidance – published on our website www.floorseal.co.uk)
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ADVANTAGES

APPLICATION

1. Clean the surface 

Ideally the surface should be clean of loose materials and organic growth. 

Contact us for details of suitable surface cleaners to suit your needs. Some 

cleaners should not be used in internal situations or to acid sensitive 

materials. There are occasions where abrasive methods i.e. pressure washing 

should not be used.

The surface should be completely dry before sealing and free from old sealers.

SURFACE PREPARATION

If in doubt, please call Floorseal Ltd on 01484 686270 or email 

Info@floorseal.co.uk for guidance

Ease of application by roller, brush or sprayer (see application section for 

guidance)

Resistant to oil and water staining.

Slows organic growth i.e. moss and algal growth.

Penetrating formulation protects the appearance of natural stone.

Can be applied in listed buildings where breathability is key.

Low odour water-based product.

USES
Protection of:

Natural stone floors and walls.

Creates oil and water resistance.

Other associated porous materials i.e. brick or clay-based tile.
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2. Repairs 

It is often only after cleaning that the full extent of required repairs becomes 

obvious.

3. Biocidal Wash Treatment 

After cleaning (once dry) the surface (external situations only) may benefit 

from the application of Floorseal Patio Black Spot Preventer Plus. This is 

applied by low pressure sprayer (as for weed killers etc.) to the entire surface 

and is left to dry out (do not rinse). This is an extremely will greatly reduce the 

possibility of moss or lichens re-establishing. There is the potential of moss 

root systems etc being present in hundreds of microscopic crevices and 

especially in the joints.   Spraying the paving liberally with Floorseal Patio 

Black Spot Preventer Plus (see relevant product data sheet) ensures that the 

surface is sanitised and inert, ready for the application of Floorseal Natural 

Stone Sealer Breathe.

Note: Some paving materials occasionally exhibit corrosive e!orescence 

(salting). If this occurs, contact us for guidance. Floorseal Patio Black Spot 

Preventer Plus will work in conjunction with the oil and water-resistant 

properties of Natural Stone Sealer Breathe.

This product is breathable, vapour from the construction of newly laid pavers 

can pass through the pavers. This does not mean salt deposits (e!orescence) 

will not occur. It does mean moisture is not trapped by the sealer.

APPLICATION
Floorseal Natural Stone Sealer Breathe should be applied neat without 

dilution by either brush, roller or sprayer.  Always apply to a small 

inconspicuous test area to check you are satisfied with the finish before 

proceeding to full application. Apply to totally dry surfaces only.
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Floorseal Natural Stone Sealer Breathe should be applied neat without 

dilution by either brush, roller or sprayer.  Always apply to a small 

inconspicuous test area to check you are satisfied with the finish before 

proceeding to full application. Apply to totally dry surfaces only.

a) Brush Application:   Use only premium grade brushes, budget range 

brushes will shed their bristles.  Work in broad even strokes working first in 

one direction, then the other, ensuring that no ponding occurs.

b)  Roller Application:  Use a standard (disposable) medium knap roller fixed to 

a sturdy decorator’s pole (if required) and roll the product on in broad sweeps 

ensuring even coverage without ponding.

c)  Spray Application:   It is possible to apply the product using a manual low-

pressure sprayer. For larger areas this can be advantageous.

Once the sealer is applied it must be left to soak into the surface. Once 

approximately 15 minutes have elapsed remove all excess with microfiber 

cloths. Please adjust the time scale for the removal of excess based on local 

conditions. i.e on warmer days reduce this time.

Apply again approximately 40 minutes to 1 hour later. Repeat the process and 

remove excess as before. Be aware the stone will not accept as much sealer 

on this 2nd application, the first application will have started to take e!ect.

Allow the surface to dry. The surface of the stone will be touch dry with 1 – 2 

hours and cures over 24 hours. Do not allow the sealer to become wet during 

this time.

Note: Floorseal Natural Stone Sealer Breathe MUST NOT be applied to wet 

or damp surfaces, if rain is imminent, in high humidity or if ambient 

temperatures are below +5°C over the following 24 hr period. 



Brushes & rollers can be cleaned in soapy water and allowed to dry before 

being discarded

Spray equipment must be thoroughly flushed with warm soapy water before 

being stored away.

CLEAN UP

Do apply when air temperatures are above 20°C. Do not apply to non-porous 

or glazed surfaces.

Do not apply over the top (or into) old sealers. All previous sealers will need to 

be removed before applying this product. You may be able to apply to a 

surface previously sealed with another form or brand impregnator. This is 

providing the old impregnator has broken down and the surface is porous 

again.

Floorseal Natural Stone Sealer Breathe TDS



PRODUCT DATA

Appearance

Coverage

Clear liquid, matt when cured

8m² per litre per application. Allow 

for variation is coverage rates. 

Please account for di"ering

levels of porosity between stone 

groups/types.

Time between coats 40 minutes to 1 hour @ 20 °C

Initial Cure 2 Hours @ 20 °C

Application Temperature +5 °C to 20 °C

Full Cure 24 Hours @ 20 °C

Floorseal Natural Stone Sealer Breathe is supplied in 1 litre & 5 litre 

containers.

PACKAGING

Floorseal Natural Stone Sealer Breathe is non-flammable. Store in original 

packaging in a cool dry place, out of direct sunlight. Keep out of reach of 

children.

STORAGE
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Wear a face mask and eye protection.

Wear disposable gloves and overalls during preparation and application. 

Avoid contact with skin and eyes. 

If contact occurs wash immediately with plenty of water. Remove contact 

lenses if possible.

Keep out of reach of children. 

Always dispose of empty packaging responsibly. 

Keep children and pets away from treated areas until fully cured. 

HEALTH & SAFETY

Before using this product read the Safety Data Sheet which can be obtained 

from www.floorseal.co.uk or by calling Floorseal Ltd Tel: 01484 686270. 

DO NOT APPLY IN DAMP OR WET CONDITIONS

*The information given in this product data sheet is given in good faith, based on current 

knowledge and experience. It relates only to the specific material designated and may not 

be valid for such material used in combination with any other materials or in any process. 

Such information is to the best of the company’s knowledge and belief, accurate as of the 

date indicated. All recommendations are made without warranty or guarantee, as to 

accuracy, reliability or completeness since the conditions of use are beyond our control. It 

is the user’s responsibility to satisfy themselves as to the suitability and application of such 

information for their own use.

The product has a shelf life of 12 months from the date of manufacture, 

subject to correct storage conditions.

SHELF LIFE
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