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Floorseal Patio Cleaner Plus TDS

DESCRIPTION

USES

Floorseal Patio Cleaner Plus is a high strength exterior alkaline patio 

cleaning fluid. It is designed to remove organic contamination, dirt and 

grime. This includes light to medium contaminations of black spot lichens 

found on exterior patios and pavers. 

If you wish treat heavier infestations of black spot lichen, please use 

Floorseal Patio Black Spot Remover Plus (refer to separate data sheets) To 

prevent the return of lichens please treat with Floorseal Patio Black Spot 

Preventer Plus (refer to separate data sheets).

Related Products:

Floorseal Patio Black Spot Preventer Plus.

Floorseal Patio Black Spot Remover Plus.

Floorseal Indian Sandstone Sealer & Colour Intensifier.

Floorseal Natural Stone Sealer & Enhancer Plus.

Floorseal Cement & Grout Haze Remover.

Floorseal Sealer Stripper & Moisture Remover.

(Refer to these individual product data sheets for detailed application 

guidance – published on our website www.floorseal.co.uk)

The cleaning of:

Natural stones i.e. sandstone.

Porous clay-based block pavers.

Concretes.

Brickwork.
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ADVANTAGES

SURFACE PREPARATION

Ease of application by sprayer or watering can (see application section 

for guidance).

High strength so can be diluted with clean water at a ratio of 1:1.

Removes organic contaminations which cannot be removed by jet 

washing.

Non-acidic formula.

If the surface to be cleaned has a thick covering of dirt and moss etc we 

would recommend removing this material, so the product encounters the 

surface.

If the surface is only contaminated with black spot lichens and other organic 

staining (like green algae) there is no special pre-clean preparation required.

If in doubt, please call Floorseal Ltd on 01484 686270 for guidance.  

APPLICATION

APPLICATION
1). Pre-wet the pavers with water to help the product stay on the surface 

when applied.

2). Floorseal Patio Cleaner Plus should be diluted 1:1 with clean water. Apply by 

either sprayer or watering can.

3). Always apply to a small test area to calculate a dwell time and suitability of 

the product. Once you have this information & are satisfied with the result 

proceed to full application. Dwell times can vary from 20 minutes (light 

contaminations) to 2 hours for medium contaminations. Typically, 1 hour is 

adequate for cleaning most patios and pavers.
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4). Pre-wet surrounding plants or lawns, they may come into contact with 

overspray or run o!.

5). Always lightly pre-wet the surface before applying the product. Once 

applied keep the surface visibly wet with product and agitate periodically with 

a sti! brush. Agitation is to keep the surface wet rather than remove the 

organic contamination by abrasion.

6). Mist over with more product when required, do not let the surface dry out.

7). The process is typically 20 minutes to 4 hours. 1 hour is the recommended 

dwell time for light to medium levels of organic contamination.

8). Heavily rinse away with clean water from a hose pipe before jet washing.  

9). Repeat if necessary. 

Note: Floorseal Patio Cleaner Plus is for light to medium levels of organic 

contamination. To remove heavy infestations of black spot lichen please use 

Floorseal Patio Black Spot Remover Plus. This product may still need to be 

applied twice, or with extended dwell times when removing very heavy 

contaminations. Lichens which have taken 20 years to form will be more 

di"cult to remove than lichens which have only formed over a few years. 

Do not allow either product into contact with ponds or any other area which 

contains aquatic life.
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After cleaning (once dry) the paving should be thoroughly sprayed with 

Floorseal Black Spot Preventer Plus (refer to separate data sheet for this 

product) This is applied by low pressure sprayer (as for weed killers etc.) to the 

entire paving surface and is left to dry out (do not rinse). This process should 

be carried out 2 to 3 times per year to prevent the spores of black spot lichens 

germinating. It will also prevent the build-up of moss and green algae.

Spraying the paving liberally with Floorseal Black Spot Preventer Plus ensures 

that the paving is sanitised and inert, ready for sealing.

Sprayers or watering cans must be thoroughly flushed with clean water 

before being stored away.

PREVENTION OF BLACKSPOT

CLEAN UP
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PRODUCT DATA

Appearance Yellow translucent liquid.

Ideal Application Conditions Overcast damp days are 

preferable.

Dwell Time 1 to 2 hours. Carry out a test 

patch to determine.

Other Data Neutralise with clean water 

from a hose pipe.

Coverage Approximately 40m² per 5 litre 

per container.

Floorseal Patio Cleaner Plus is supplied in a 5 litre plastic

container.

PACKAGING

Floorseal Patio Cleaner Plus is non-flammable. Store in original packaging 

in a cool dry place, out of direct sunlight. Keep out of reach of children.

STORAGE

The product has a shelf life of a maximum of 12 months from the date of 

manufacture, subject to correct storage conditions.

SHELF LIFE
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Use a suitable PPE - Safety mask, goggles and gloves.

Please wear old clothes or suitable overalls as the product can discolour 

organic fibres.

Always carry out a test patch to assess suitability and dwell time in an 

inconspicuous area.

If the product is not suitable do not continue to apply the product.

Do not overspray product onto adjacent lawns or plants.

If you think the product will encounter adjacent lawns and plant life pre-

wet them with clean water.

Rinse away the product with a hose pipe.

After treatment pressure wash the area for best results.

Do not allow the product to travel into garden ponds containing fish or 

other aquatic life etc.

Safe for children, pets & wildlife once dry.

HEALTH & SAFETY

Before using this product read the Safety Data Sheet which can be obtained 

from www.floorseal.co.uk or by calling Floorseal Ltd Tel: 01484 686270. 

*The information given in this product data sheet is given in good faith, based on current 

knowledge and experience. It relates only to the specific material designated and may not 

be valid for such material used in combination with any other materials or in any process. 

Such information is to the best of the company’s knowledge and belief, accurate as of the 

date indicated. All recommendations are made without warranty or guarantee, as to 

accuracy, reliability or completeness since the conditions of use are beyond our control. It 

is the user’s responsibility to satisfy themselves as to the suitability and application of such 

information for their own use.

http://www.floorseal.co.uk
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